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Project: Type:

Product Code: Date:

V 043023

H Series
Residential Lighting

Retrofit

TITLE

24

Input Voltage

120V

ELECTRICAL & CONTROLS

5% Dimming

TRIAC/ELV

 

Max Color Temperature

OPTICAL

Color Quality

90+ CRI, 3-step SDCM

Brightness Switch

Ambient Light: 350 lm (5W)
7-9 ft Ceiling: 750 lm (9W)
9-12 ft Ceiling: 950 lm (12W)

Installation Made Easy Pairs with standard junction 
box for retrofit installations in shallow plenum spaces 

Brightness Switch Easily select ambient, general, 
or higher-ceiling illumination with the flip of a switch

True to Life Colors Accurate color rendering means 
people and home finishes look great

Natural Warm Dim Comfortable white light 
for accurate illumination at full brightness that 
transitions to a relaxing sunset effect at lower 
dimming levels

3000K

Dimming Color Temperature

3000K to 2200K

���·��

TRIM

Style

Flush

Finish

White

Module: HM3C H Series Module with Natural Dim 1

Trim: H4TRFWH 4" Round Flush Trim, White 1

Accessory: DRD2X-QCM-ED Edison Adapter

Dimensions

Outer Diameter: 5" (127mm)
Inner Diameter: 2" (52mm)
Below Ceiling: 1/2" (13mm)

COMPATIBILITY

Outlet Box

Carlon 3/O-4/O SuperBlue (BH525A-UPC, 
BH525P, BH525H, BH525HP, BH525LR)

Cantex EZ Plastic Box (EZ25CHG-HW)

Steel City 4" x 2 1/8" Deep Octagon Metal 
Box (54171)

RACO 4" x 2 1/8" Deep Octagon Metal Box 
(167, 175)

1  Sold in case packs of 24


