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Project: Type:

Product Code: Date:

V022924

Input Voltage

120 / 277V

POWER & CONTROLS

Size

Diameter: 3.5"
Height: 6.5", 9"

CYLINDER

Mount

Wall

LIGHT OUTPUT & DISTRIBUTION

Bracket 

Standard, Slim

Dimming

0-10V (120/277V): 1%  
TRIAC/ELV (120V): 1% 
DALI-2 (120/277V): 0.1%

•	 Versatile, small diameter cylinder family

•	 Robust machined aluminum construction

•	 Wet Listed options for exterior locations

3" Wall Mount Cylinder

RATINGS & CERTIFICATIONS

���·��

JA8
TITLE 24

Lumens (Power)

750 lm (9.5W), 1000 lm (12.5W),  
1250 lm (14.3W)

3500K

Color Temperature

Warm Dim (3000K – 1800K)4000K

2700K 3000K

Color Quality

93 CRI, 2-step SDCM

Beam Spread

Spot (25°)

Wide Flood 
(60°)

Flood (40°)

Tunable White (4000K – 1800K)

Tunable White (6500K – 2700K)

Lighting Type

Downlight Up and 
downlight

 

5 year limited warranty; 50,000 hours

WARRANTY

Trims 

Beveled, Snoot, Wall Wash, Decorative

Finish

White, Black, Brushed Aluminum,  
Bronze, Custom

Wet Location / IP65 Rated
Configurations Available

NSF Listed
(White and Black Finish Only)
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X Series
3" Round Cylinder 

Wall Mount

PRODUCT BUILDER

1  Compatible with most 1-gang junction boxes; Damp Location rated 
2  Only available in 9" size 
3  Only available in 1000 lm 
4  Only available in DALI-2 dimming  

5  Only available in 1000 lm with Warm Dim or Tunable White CCT or 1250 lm with static CCT 
6  Not Wet Location rated

CYLINDER XCW  Wall Mount Cylinder

SHAPE R  Round

SIZE 6  6.5 inch 9  9 inch

BRACKET W  Standard (Wet) S  Slim (Damp) 1

LIGHT OPTIONS D Fixed

LUMENS DOWN 07  750 lm 10  1000 lm 12  1250 lm

BEAM SPREAD 
DOWN

SP  Spot (25°) FL  Flood (40°) WF  Wide Flood (60°) 

SPECIALTY LENS 0  None

LUMENS UP 2 00  None 07  750 lm 10  1000 lm 12  1250 lm

BEAM SPREAD 
UP

00  None SP  Spot (25°) FL  Flood (40°) WF  Wide Flood (60°) 

CCT
27  2700K 30  3000K 35  3500K 40  4000K

3W  Warm Dim 3 T1  �Tunable White  
(4000K – 1800K) 3,4

T2  �Tunable White  
(6500K - 2700K) 3,4

FINISH
WH  White BK  Black BA  Brushed Aluminum

BZ  Bronze CC  Custom Color

DIMMING O  0-10V T   TRIAC/ELV D   DALI-2 5

EMERGENCY 00    None    

TRIM DOWN
S  Standard N  Snoot W  Wall Wash

O  Decorative: Open Y  Decorative: Hyperbolic F  Decorative: Float

TRIM UP 
[Blank]  N/A S  Standard N  Snoot 6 W  Wall Wash 6  

O  Decorative: Open 6                 Y  Decorative: Hyperbolic 6  F  Decorative: Float 6

  Required for Wet Location/IP65 rating
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X Series
3" Round Cylinder 

Wall Mount

SUMMARY

ADDITIONAL

INPUT VOLTAGE: 120/277V, 50/60Hz

MAX INPUT CURRENT (120V): 0.11 amps

MAX INPUT CURRENT (277V): 0.05 amps

POWER FACTOR: Greater than 0.9

TOTAL HARMONIC DISTORTION: Less than 20%

AMBIENT OPERATING TEMPERATURE: -20°C to 40°C 

LIFETIME: 50,000 hours at 70% lumen maintenance

WARRANTY: 5 year limited warranty

* Tested in accordance to IESNA LM-79-2008 
** Refer to ENERGY STAR Certified light fixtures database
*** This product is evaluated in accordance of NSF/ANSI 2 for Splash-zone having designated trim finishes

CYLINDER: Extruded aluminum

SIZE: 6.5", 9"

FINISH: White, Black, Bronze, Brushed Aluminum, Custom Color 

INSTALLATION: Standard Bracket compatible with most 1-gang, 
2-gang, 3" octagonal, 4" octagonal, 3" round and 4" round boxes. 
Slim Bracket compatible with most 1-gang junction boxes.

STATIC CCT WARM DIM TUNABLE WHITE

CCT 2700K, 3000K, 3500K, 4000K 3000K - 1800K 4000K - 1800K; 6500K - 2700K

LUMENS
750 Im (9.5W), 1000 lm (12.5W), 
1250 lm (14.3W), 1500 lm (16.5W)

1000 lm (12.0W) 1000 lm (14.3W)

EFFICACY
79 Im/W, 80 lm/W,  
87 lm/W, 91 lm/W

83 lm/W 70 lm/W

COLOR QUALITY 93 CRI*, 2-step SDCM 93 CRI*, 2-step SDCM 93 CRI*, 3-step SDCM

BEAM SPREAD
Spot (25°), Flood (40°),  
Wide Flood (60°)

Flood (40°), Wide Flood (60°)
Spot, Flood (40°),  
Wide Flood (60°)

DIMMING
0-10V (120/277V): 1%  
TRIAC/ELV (120V): 1% 
DALI-2 (120/277V): 0.1%

0-10V (120/277V): 1%  
TRIAC/ELV (120V): 1% 
DALI-2 (120/277V): 0.1%

DALI-2 (120/277V): 0.1%

LED CHIP Cree Bridgelux Bridgelux

LISTINGS
ENERGY STAR® qualified**, California Title 24 2019 JA8 compliant, UL Listed for Wet Location,  
UL Certified US∙CA, Declare, RoHS compliant, DALI-2 Compliant,  
NSF/ANSI 2 Listed, suitable for splash-zone***
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X Series
3" Round Cylinder 

Wall Mount

3" Wall Mount, Slim Bracket (Damp Location)

XCWR9W

3" Wall Mount, Standard Bracket (Wet Location)

XCWR9S

4 3
4"
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X Series
3" Round Cylinder 

Wall Mount

PHOTOMETRY 

C0 - C180 C90 - C270cd 811 lm
Values in candela

Luminous Intensity

Beam Angle: 22°

Gamma C 0º

0º 3849
5º 3383

10º 2162

15º 1069

20º 506

25º 260

30º 148

35º 89

40º 56

45º 37

50º 25

55º 17

60º 13

65º 10

70º 7

75º 5

80º 3

85º 2

90º 0

Distance 
from LED Foot Candles Diameter

3’ 428 1.2'

6’ 107 2.3'

9’ 48 3.5'

12’ 27 4.6'

Zone Lumens Luminaire %
0-30 700 86

0-40 754 93

0-60 795 98

0-90 810 100

0-180 811 100

Zonal Lumen Summary

Illuminance Chart2000

3000

0° 15° 30°

45°

60°

75°

90°

X Series Cylinder  750 lm, 3000K, Spot

C0 - C180 C90 - C270cd 759 lm
Values in candela

Luminous Intensity

Beam Angle: 43°

Gamma C 0º

0º 1250
5º 1211

10º 1078

15º 890

20º 682

25º 472

30º 288

35º 165

40º 90

45º 53

50º 35

55º 25

60º 20

65º 15

70º 12

75º 8

80º 5

85º 3

90º 0

Distance 
from LED Foot Candles Diameter

3’ 139 2.3'

6’ 35 4.7'

9’ 15 7.0'

12’ 9 9.4'

Zone Lumens Luminaire %
0-30 567 75

0-40 670 88

0-60 733 97

0-90 756 100

0-180 759 100

Zonal Lumen Summary

Illuminance Chart

X Series Cylinder  750 lm, 3000K, Flood
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X Series
3" Round Cylinder 

Wall Mount

PHOTOMETRY 

C0 - C180 C90 - C270cd 703 lm
Values in candela

Luminous Intensity

Beam Angle: 59°

Gamma C 0º

0º 974
5º 959

10º 907

15º 829

20º 736

25º 616

30º 468

35º 332

40º 221

45º 136

50º 81

55º 54

60º 44

65º 35

70º 26

75º 18

80º 11

85º 5

90º 0

Distance 
from LED Foot Candles Diameter

3’ 76 3.4'

6’ 19 6.7'

9’ 8 10.1'

12’ 5 13.5'

Zone Lumens Luminaire %
0-30 417 59

0-40 558 79

0-60 663 94

0-90 699 99

0-180 703 100

Zonal Lumen Summary

Illuminance Chart

X Series Cylinder  750 lm, 3000K, Wide Flood
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